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Wi-Fi Module  

MWA500 

for the Hunter-Pro Series and 
Captain 8 Alarm Systems  

 

Easily Control the Hunter-Pro & Captain 8 
Remotely using the iPima smartphone application 

The MWA500 is a Wi-Fi module that provides the Hunter-Pro and Captain 8 users 
with a quick and cost-effective connection to the iPima smartphone app. 

Technical Specifications 

Wireless Standard: IEEE 802.11n, IEEE 802.11g, IEEE 802.11b 
Transmission rate 

• 11n: up to 150Mbps 
• 11g: up to 54Mbps 
• 11b: up to 11Mbps 

Tracks number: 1-14 
Frequency range: 2.4-2.4835GHz 
Emission power: 12-15dBm 
Interface:  

• Serial (to the control panel) 

• 10/100Mbps Ethernet (LAN) 
Security: 

• 64/128/152bit WEP encryption 

• WPA-PSK/WPA2-PSK, WPA/WPA2 
Network management: 

• Remote web management 

• Configuration file import & export 
Antenna type: External 
Dimensions: H:50mm, L:80mm, D:15mm 

Environmental Specifications 

Operating temperature: -20° to +70°C  

Operating humidity: 10% to 90%RH (non-condensing) 

Storage temperature: -40° to +80°C 

Storage humidity: 5% to 90%RH (non-condensing) 
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